1.12 AQUAMATIC K52 SERIES COMPOSITE VALVE MODEL NUMBER SELECTION
1/2 to 2-1/2 inch Basic Valves less Adapters
See Section 1.16 for selecting union ends with female socket connectors {1/2 through 1-1/2 inch]

SeeSection 1.17 for selecting grooved adapters and retaining ring hardware (1/2 through 1-1/2 inch)
See Section 1.18 for selecting socket weld and flanged adapters (2 through 3 inch)

Body Size (Model) Valve Options Seals/Diaphragm/Disk [Kit Series Suffix) Drill and Tap Bosses Solenoid Option (Old Model) Solenoid Features
0=1/2 inch {520} 00=NO 1=EP/Buna/EP (RA} 0=None 0=None 0= None
1=1inch (521) 01=NO, SAO 2=FKM/FKM/FKM * 1=Boss #1 1=E0 D=115V/60HZ, NEMA 4
4=1-1/2inch (524} 02=NO, SAC 5=FKM/Buna/FKM (RAV} 2=Boss #2 2=EC E=220V/50HZ, NEMA 4
6=2-1/2 inch (526) 10=NOQO, LS 6=Butyl/Buna/Butyl (RAJ} 3=Boss #3 3=|P F=24V/60HZ, NEMA 4
11=NO, LS, SAO 4=Boss #4 4=EQ, DD
12=NQ, LS, SAC 5=Bosses #1,2,3,4 5=EC, DD
21=NO, PI, SAO 6=Bosses #1,2
30=NC 7=Bosses #1,3
31=NC, SAO
32=NC, SAC -
42=NC, LS, SAC
B2=XNC, SAC
— | |
K5 2 2 — X 2 ? 7 ? 4 ? ? ?
Abbreviations:
DD Dry drain option IP independent pressure NEMA  Enclosure standard SAC Spring assist closed
EC Energize to close LS Limit Stop option NO Normally open SAO Spring assist open
EO Energize to open NC Normally closed Pl Position indicator XNC Externally normally closed
EP Ethylene propylene
FKM Fluorocarbon

* Not available on series 526 valves.
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